
Sct. Item#
BulkHead 

'HC (in)

Stl  Door  

'HD (in)
W (in ) L (in)

FOOTING 

TO GRADE

(Bulkhead)   

Lbs

24 - 2.1 S 43" 52" 51.5" 45" 35"-41" 2,750

24 - 2.2 O 60" 30" 51.5" 60" 52"-58" 4250

24 - 2.3 B 68" 22" 55.5" 66" 59"-66" 5750

24 - 2.4 C 76" 19.5" 55.5" 74" 67"-74" 6750

24 - 2.5 D 84" 22" 55.5" 86" 75"-82" 8250

DATE:Concrete Minimum Strength: 5,000 p.s.i. at 28 days
Steel Reinforcment:ASTM A615, Grade 60
Design Loading: standard units - AASHTO - H20

ITEM# BESCBASEMENT ENTRANCE SIZING CHARTNAME:

 ACME-SHOREY  
 PRECAST CONCRETE PRODUCTS
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C

H-20
1.) WIDTH OF OPENING IN FOUNDATION WALL

     SHOULD BE 40" MAXIMUM FOR ALL TYPES.

2.) WHEN FOUNDATION IS BACKFILLED LEAVE MIN.

     WORK AREA FOR PERMENTRY INSTALLATION.

NOTES:

1.) TOP OF BULKHEAD TO BE 2" ABOVE GRADE.

(BULKHEAD ENTRANCE SIZING)

'L'

HC

'W'

'L'

HD

2.0 GRADE

LEVEL

'W'

CONCRETE
BULKHEAD

OPTIONAL:

STEEL

DOOR

FOUNDATION

WALL

FINISHED BASEMENT

FLOORLINE IS 2"

ABOVE BASE OF CASTING

BULKHEAD DOOR

☻ RUGGED HEAVY GUAGE STEEL

● NEAT TRIM APPEARANCE

● TORSION BAR DOOR OPERATORS

● INSIDE LOCKING DEVICE

● AUTOMATIC HOLD OPEN DOOR LATCHES

● FLANGED WATERTIGHT CONSTRUCTION

PRECAST BULKHEAD

☻ PRECAST IN ONE-PIECE

● THOROUGHLY VIBRATED FOR 

     MAX DENSITY

● MFG TO RIGID SPECIFICATIONS FOR 

    CONTROLLED HIGH QUALITY.

● A PERFORMANCE PROVEN PRODUCT.

● STAIRWELL

HC

HD


