
TRANSFORMER PAD FOUNDATION (NE-12)

 ACME-SHOREY  
 

CARVER , MA                                       WWW.ACMESHOREY.COM                                      HARWICH , MA

334 TREMONT STREET                                     PHONE (508) 548-9607                                    36 GREAT WESTERN ROAD

                         FAX (508) 548-1664                             

SINGLE PHASE (25-167 KVA)

H10

PRECAST CONCRETE PRODUCTS

ITEM# ENE12 23 Sht4.1 1 of 2Wt.              Lbs3,250 -

45"

45"

48"

15" X 25" ACCESS OPENING



 

WEIGHT                  Lbs DATE:Concrete Minimum Strength: 4,000 p.s.i. at 28 days
Steel Reinforcment:ASTM A615, Grade 60
Design Loading: standard units - AASHTO - H10

ITEM# ENE12TRANSFORMER PAD FOUNDATION, (NE-12)

3,250

NAME:

 ACME-SHOREY  
 PRECAST CONCRETE PRODUCTS

10-5-21

Pg 4.1 2 of 2ShtCh 23

C

NOTES:
1.) GALVANIZED PULLING EYES AVAILABLE.

( SINGLE PHASE 25-167 KVA) H10
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(6) Ø4" UNI-DUCT TERMINATORS
TWO SIDES (6)-NEAR & (6) FAR
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Ø1.5" HOLE
THIS SIDE ONLY

(SEE NOTE#1)
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